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Low Pressure Models with hose are for air or water service with a maximum temperature 150˚ F. Models 
less hose can be used for air, water or oil. Note: Do not exceed listed hose O.D. to obtain maximum length.

HOSE SIZE 
INDEXMODEL I.D. O.D. FT. PSI APRX.

LBS.
LG-LP-115 1⁄4” 1⁄2” 15 300 9 1 New For 2008

LG-LP-125 1⁄4” 1⁄2” 25 300 11 1 New For 2008

LG-LP-310 3⁄8” 21⁄32” 10 300 9 1 New For 2008

LG-LP-320 3⁄8” 21⁄32” 20 300 11 1 New For 2008

LG Series 

LG SERIES Offers...
Hose I.D.:  1/4” - 3/8”  Pressure:  To 300 PSI
4 Compact Space Saving Design
4 Swivel Seals: NITRILE

SPRING DRIVEN FEATURES:
4 Auto Rewind Easily Wraps, Stores & Protects Hose
4 Heavy Gauge 1/4” Steel Base & Support Post 
4 Factory-Matched Cartridge-Style Spring Motor
4 Brass NPT Swivel Inlet Machined From Solid
4 1” Solid Steel Axle With 1” Lubricated Precision Bearings
4 CoxCompositeTM Hub That Integrates A High Strength Composite 

With Self Lubricating Bronze Bearings
4 CoxCompositeTM Grommet With Continuous Radius Design That 

Allows The Use Of Various Size Tubing In Addition To Standard 
Hose Sizes

4 Multi-Position Lock Ratchet Secures Hose At Desired Length
4 Non-Corrosive Stainless Steel Spring, Pawl & CoxCompositeTM 

Ratchet Hub

COXREELS® LG Series “Little Giant” is the first lightweight - heavy duty 
reel on the market. The LG is perfect for commercial or industrial applications where space 
or budget is limited. It is extremely lightweight & compact & can install almost anywhere. 
This little giant can accept either a 1/4” or 3/8” hose to tackle the jobs of reels almost double 
its size.

Compact Efficient Hose & Tubing Reels AVAILABLE IN: SPRING DRIVEN

COXREELS® SIGNATURE FEATURES:
  4 Professional Grade Heavy Duty Steel Construction 
  4 Durable Proprietary CPC™ Powder Coat Process
  4 Rolled Edges & Ribbed Discs Provide Strength & Safety
  4 Leading 2-Year Manufacturer’s Limited Warranty 
  4 Made In The U.S.A. Sold & Supported Worldwide

how to 
order?

See Page 5 For Details

need special
o-rings

See Page 35 For Details

Small Yet 
Mighty!

COXREELS® LG FEATURES

CoxCompositeTM Hub Features
  • Integrates High-Strength Composite With Self Lubricating 

Bronze Bearing
  • Over 100% More Impact Strength Than Typical Glass Filled 

Polypropylene Used In Other Reels
  • Strength Actually Increases By 20% At Sub-Zero Temperatures 

(Actual Test Results Measured At -40°C)
  •  Excellent Chemical Resistance

COXREELS® LG FEATURES

CoxCompositeTM Grommet Features
  • Continuous Radius Design Allows The Use Of Various Size 

Tubing In Addition To Standard Hose Sizes
  • Absolutely No Pinching & No Place To Catch
  • Bearing Grade, FDA-Compliant Composite
  • Excellent Chemical Resistance

ENHANCE PERFORMANCE
EASIER INSTALLATION

WALL, FLOOR & CEILING
MANY STYLES AVAILABLE

MODIFY YOUR 
REEL FOR 

GARDEN APPLICATIONS

IMPROVE HOSE
HANDLING FROM ANY

DIRECTION
MANY STYLES AVAILABLE

ADJUST & SET REWIND SPEED
CONVENIENT ON/OFF CONTROL

REVERSE/FORWARD CAP.
MANY STYLES AVAILABLE

SWIVELS, PLUMBING
& CONSTRUCTION

FOR NON-CORROSIVE
PURE PRODUCT FLOW

See Page 15 For Details

GARDEN HOSE KIT
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GARDEN HOSE KIT

reel dimensions Technical Data Sheets Available On Website

SIZE 
INDEX A B C D E F L M

1 101⁄2” 51⁄4” 105⁄8” 10” 27⁄8” 51⁄2” 21⁄2” 6”
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PERFECT FOR TUBING

New For 2008

LESS HOSE SIZE 
INDEXMODEL I.D. O.D. FT. CAPACITY PSI APRX.

LBS.
LG-LPL-115 1⁄4” 1⁄2” 15 300 8 1 New For 2008

LG-LPL-125 1⁄4” 1⁄2” 25 300 8 1 New For 2008

LG-LPL-310 3⁄8” 21⁄32” 10 300 8 1 New For 2008

LG-LPL-320 3⁄8” 21⁄32” 20 300 8 1 New For 2008

Low Pressure  Models less hose can be used for air, water or oil. Perfect for tubing
Note: Do not exceed listed hose O.D. to obtain maximum length.

PERFECT FOR AIR & WATER

	 This reel is easily able to be mounted horizontally or vertically 
to any flat surface. Also with its compact size it can fit almost 
anywhere.

Easily Mounts Almost Anywhere

Great for under 
counter mount 101/2”

105/8”


