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Power 
WithOUT THE 

Tripping!

Power Cord & Light Reels
pc Series 

for indoor use only! All models rated at 115 volts, 60 hz single phase only. 

*Consult factory with 4 conductor requirements.       **When not using specified cord type capacity may vary.

reel dimensions Technical Data Sheets Available On Website

SIZE 
INDEX A B C D E MOUNT

L-M

1 81⁄2” 141⁄2” 133⁄4” 5” 6” 3”- 5”

2 11” 181⁄4” 171⁄4” 6” 6” 4”- 5”

3 93⁄4” 21” 195⁄8” 6” 6” 4”- 5”

4 93⁄4” 251⁄4” 23” 6” 6” 4”- 5”

C

B

M
E

.50.63 L
D

A

Listed †

Recognized ††

PC SERIES Offers...
AWG:  10, 12, & 16 Gauge           
4 Includes 5’ Pigtail & Grounding Plug (Except On Less Hose Models)
4 Heavy Gauge Powder Coated Steel Components Cover 
4 Choice Of Electrical Accessories
4 “Super Hub” Dual Axle Support On Models With Size Index #3 & #4

SPRING DRIVEN FEATURES:
4 Auto Rewind Easily Wraps, Stores & Protects Electrical Cord
4 Heavy Gauge Steel Base & Support Post 
4 Factory-Matched Cartridge-Style Spring Motor
4 1” Solid Steel Axle With 1” Lubricated Precision Bearings
4 Guide Arm Adjusts To Wall, Floor & Overhead Positions
4 Multi-Position Lock Ratchet Secures Cord At Desired Length
4 Non-Corrosive Stainless Steel Spring, Pawl & Zinc Plated Ratchet 

PC24 Series

COXREELS® PC Series spring driven “Power Cord” reels are heavy duty, 
industrial grade power sources. They replace tangled extension cords and self-retract to 
increase safety, productivity and efficiency. Modeled after the P and SH Series, the PC Series are 
designed for long-lasting, trouble-free performance even under the most demanding conditions. 

COXREELS® SIGNATURE FEATURES:
  4 Professional Grade Heavy Duty Steel Construction 
  4 Durable Proprietary CPC™ Powder Coat Process
  4 Rolled Edges & Ribbed Discs Provide Strength & Safety
  4 Leading 2-Year Manufacturer’s Limited Warranty 
  4 Made In The U.S.A. Sold & Supported Worldwide

how to 
order?

See Page 5 For Details

AVAILABLE OPTIONS

AVAILABLE IN: SPRING DRIVEN
ELECTRIC
EZ-COIL®

PC13 Series

ENHANCE PERFORMANCE
EASIER INSTALLATION

WALL, FLOOR & CEILING
MANY STYLES AVAILABLE

MODIFY YOUR 
REEL FOR 

GARDEN APPLICATIONS

IMPROVE HOSE
HANDLING FROM ANY

DIRECTION
MANY STYLES AVAILABLE

ADJUST & SET REWIND SPEED
CONVENIENT ON/OFF CONTROL

REVERSE/FORWARD CAP.
MANY STYLES AVAILABLE

SWIVELS, PLUMBING
& CONSTRUCTION

FOR NON-CORROSIVE
PURE PRODUCT FLOW

See Page 15 For Details

GARDEN HOSE KIT

available ACCESSORIES

SINGLE INDUSTRIAL 
RECEPTACLE -
SUFFIX “A”

Quad “4 plug”  
industrial  
receptacle -  
SUFFIX “b” 

fluorescent tube 
light - SUFFIX “c” 
- Shatter Resistant Fluorescent 
Tube Light With On/Off Switch & 
Hanging Hook 

Fluorescent 
angle light - 
SUFFIX “d”
Dual Fluorescent Angle Light 
With On/Off Switch, Power 
Tool Tap Plug & Hanging Hook 

caged 
incandescent 
droplight
SUFFIX “e”
Metal Caged Incandescent 
Drop Light With Push Through 
On/Off Switch, Power Tool Tap 
Plug & Hanging Hook  

duplex g.f.c.i. 
Metal outlet box 
SUFFIX “f”
Duplex G.F.C.I. Metal Outlet Box 
With Spring Loaded Flip-Top Lid. 
Protects Against Electrical Shock  
From A Live Wire  
& Path To Ground.  
Not A Substitute  
For Fuses or  
Circuit Breakers. 

Dual Fluorescent 
angle light - 
SUFFIX “d2”
Dual Fluorescent Angle Light 
With On/Off Switch, Power 
Tool Tap Plug & Hanging Hook

New For 2008 
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CORD & ACCESSORY SIZE 
INDEXMODEL ACCESSORY AWG. NO. 

COND.*
CORD

FT. TYPE VOLT. AMPS. APRX.
LBS.

PC13-3516-A†

Single Industrial  
Receptacle

16 GA. 3 35 SJO 115 13 34 1
PC13-5016-A† 16 GA. 3 50 SJO 115 13 36 1
PC19-7516-A 16 GA. 3 75 SJO 115 13 60 3
PC24-0016-A 16 GA. 3 100 SJO 115 13 73 4
PC13-3512-A† 12 GA. 3 35 SJO 115 20 37 1
PC13-5012-A† 12 GA. 3 50 SJO 115 20 40 1
PC19-7512-A 12 GA. 3 75 SJO 115 20 67 3
PC24-0012-A 12 GA. 3 100 SJO 115 20 81 4
PC13-3512-B†

Quad “4 Plug” 
Industrial 
Receptacle

12 GA. 3 35 SJO 115 20 38 1
PC13-5012-B† 12 GA. 3 50 SJO 115 20 41 1
PC19-7512-B 12 GA. 3 75 SJO 115 20 68 3
PC24-0012-B 12 GA. 3 100 SJO 115 20 84 4
PC13-3516-C† Fluor. Tube Light - 

Shock Absorbing & 
Shatter Resistant

16 GA. 3 35 SJTO 115 0.3 35 1
PC13-5016-C† 16 GA. 3 50 SJTO 115 0.3 37 1
PC24-0016-C 16 GA. 3 100 SJTO 115 13 75 4
PC13-3516-D† Fluorescent Angle 

Light with Tool 
Tap Plug

16 GA. 3 35 SJTO 115 13 35 1
PC13-5016-D† 16 GA. 3 50 SJTO 115 13 37 1
PC24-0016-D 16 GA. 3 100 SJTO 115 13 73 4
PC13-3516-D2

New For 2008
Dual Fluorescent 
Angle Light with 
Tool Tap Plug

16 GA. 3 35 SJTO 115 12 35 1

PC13-5016-D2
New For 2008 16 GA. 3 50 SJTO 115 12 37 1

PC24-0016-D2
New For 2008 16 GA. 3 100 SJTO 115 12 73 4

PC13-3516-E† Incandescent 
Caged Drop Light 
with Tool Tap Plug

16 GA. 3 35 SJTO 115 13 34 1
PC13-5016-E† 16 GA. 3 50 SJTO 115 13 36 1
PC19-7516-E 16 GA. 3 75 SJTO 115 13 60 3
PC24-0016-E 16 GA. 3 100 SJTO 115 13 73 4
PC13-3516-F†

Duplex G.F.C.I. 
Metal Industrial 
Receptacle

16 GA. 3 35 SJO 115 13 36 1
PC13-5016-F† 16 GA. 3 50 SJO 115 13 38 1
PC19-7516-F 16 GA. 3 75 SJO 115 13 60 3
PC24-0016-F 16 GA. 3 100 SJO 115 13 73 4
PC13-3512-F† 12 GA. 3 35 SJO 115 20 39 1
PC13-5012-F† 12 GA. 3 50 SJO 115 20 42 1
PC19-7512-F 12 GA. 3 75 SJO 115 20 67 3
PC24-0012-F 12 GA. 3 100 SJO 115 20 83 4
PC13L-5016††

Less Cord, 
Less Accessory

16 GA. 3 50** SJO 115 25 31 1
PC19L-7516 16 GA. 3 75** SJO 115 13 52 3
PC24L-0016 16 GA. 3 100** SJO 115 13 62 4
PC13L-5012†† 12 GA. 3 50** SJO 115 25 29 1
PC19L-7512 12 GA. 3 75** SJO 115 25 53 3
PC24L-0012 12 GA. 3 100** SJO 115 25 64 4
PC17L-5010†† 10 GA. 3 - - 115 35 49 2
PC19-7516-X

With Cord, 
Less Accessory

16 GA. 3 75 SJO 115 13 60 3
PC24-0016-X 16 GA. 3 100 SJO 115 13 71 4
PC13-5012-X†† 12 GA. 3 50 SJO 115 20 40 1
PC19-7512-X 12 GA. 3 75 SJO 115 20 66 3
PC24-0012-X 12 GA. 3 100 SJO 115 20 81 4
pc17-3510-x†† 10 GA. 3 35 SO 115 30 62 2
PC17-5010-X†† 10 GA. 3 50 SO 115 30 67 2
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New For 2008


