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SW Series
Side Mount Welding Hose Reels

COXREELS® S “Safety Series Welding Side Mount” spring driven hose reels are 
compact, versatile and unique in the way they mount and operate.  They feature a simple 
two-bolt mounting pattern for easy installation and detachment for multiple workstation  
applications. The 360˚ hose direction allows the user to operate the reel from front to back, top to 
bottom, any direction the job demands. Common applications include air/water service units, tool 
benches, tool boxes, vertical walls and beams, vehicle lift systems, machine tools, service vehicles, 
or any flat vertical surface that requires the convenience, safety and efficiency of a hose reel. 

Hose I.D.:  1/4”  Pressure:  To 200 PSI
4 2-Bolt Mounting Pattern Easily Mounts & Detaches For Multiple 

Work Station Applications
4 Heavy Gauge Steel Arm Mounts Flat To Any Surface Such As 

Tool Boxes, Benches, Vehicle Lifts, Beams, etc.
4 360˚ Payout Designed For Use From Any Direction
4 Hose Control Bar Is Full Drum Width Preventing Derailment
4 Multi-position Locking Ratchet Secures Hose At Desired Length. 

Non-locking, Less Ratchet Option Available (Add Suffix –BXC)  
4 Models With Hose Include Hose Stop & Protective Spring Guard

SPRING DRIVEN FEATURES:
4 Auto Rewind Easily Wraps, Stores & Protects Hose
4 Factory-Matched Cartridge-Style Spring Motor
4 Brass NPT Swivel, Machined From Solid With Stainless Steel  

Stud For Non-Corrosive Strength & Performance
4 Protective Spring Guard Prevents Hose From Rubbing & Wearing

Lower U-Channel Slot 
For Easy Installation/Detachment

Right Mount Reel Shown

SW SERIES Offers...

COXREELS® SIGNATURE FEATURES:
  4 Professional Grade Heavy Duty Steel Construction 
  4 Durable Proprietary CPC™ Powder Coat Process
  4 Rolled Edges & Ribbed Discs Provide Strength & Safety
  4 Leading 2-Year Manufacturer’s Limited Warranty 
  4 Made In The U.S.A. Sold & Supported Worldwide

how to 
order?

See Page 5 For Details

need special
o-rings

See Page 35 For Details

AVAILABLE IN: SPRING DRIVEN
EZ-COIL®

AVAILABLE OPTIONS

DUAL SIDE MOUNT BRACKET
4 Heavy gauge steel, powder coated crinkle  

black. Weight: 5 lbs.

	 #15726-13 For models SR13 & SL13 
	 #15726-15 For models SR15 & SL15
	 #15726-17 For models SR17 & SL17
	 #15726-19 For models SR19 & SL19  

MOUNT BRACKETS

SINGLE SIDE MOUNT BRACKET
4 Heavy gauge steel, powder coated crinkle black. 
	 Weight: 2 lbs.

	 #SMB1 For models SR13, SL13, SR15, SL15
	 #SMB2 For models SR17 & SL17 
	 #SMB3 For models SR19 & SL19 

ENHANCE PERFORMANCE
EASIER INSTALLATION

WALL, FLOOR & CEILING
MANY STYLES AVAILABLE

MODIFY YOUR 
REEL FOR 

GARDEN APPLICATIONS

IMPROVE HOSE
HANDLING FROM ANY

DIRECTION
MANY STYLES AVAILABLE

ADJUST & SET REWIND SPEED
CONVENIENT ON/OFF CONTROL

REVERSE/FORWARD CAP.
MANY STYLES AVAILABLE

SWIVELS, PLUMBING
& CONSTRUCTION

FOR NON-CORROSIVE
PURE PRODUCT FLOW

See Page 15 For Details

GARDEN HOSE KIT
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HANDLING FROM ANY
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See Page 15 For Details

GARDEN HOSE KIT

HOSE LESS HOSE SIZE 
INDEXMODEL MOUNT I.D. O.D. FT. PSI APRX.

LBS. MODEL APRX.
LBS.

SR17W-150
New For 2008 Right 1⁄4” Twin 17⁄32” 50 200 38 SR17WL-150 26 1

SL17W-150
New For 2008 Left 1⁄4” Twin 17⁄32” 50 200 38 SL17WL-150 26 1

SR19W-175
New For 2008 Right 1⁄4” Twin 17⁄32” 75 200 53 SR19WL-175 36 2

SL19W-175
New For 2008 Left 1⁄4” Twin 17⁄32” 75 200 53 SL19WL-175 36 2

OXYGEN-ACETYLENE DUAL HOSE reels Hose supplied on reel is twin-siamese type 
meeting R.M.A. and C.G.A. type V.D. grade R specifications. Use of other types of hose is not recommended.  Note: Do Not 
Exceed Listed Hose O.D. To Obtain Max. Length.

New For 2008

DUAL FUEL GAS HOSE REELS Hose supplied on reel is twin-siamese type grade “T.” Grade “T” 
reels and hoses are used for a wide variety of gases, such as MAPP, propane, natural and fuel. Note: Do Not Exceed Listed 
Hose O.D. To Obtain Max. Length.

HOSE LESS HOSE SIZE 
INDEXMODEL MOUNT I.D. O.D. FT. PSI APRX.

LBS. MODEL APRX.
LBS.

SR17WT-150
New For 2008 Right 1⁄4” Twin 17⁄32” 50 200 38 SR17WTL-150 26 1

SL17WT-150
New For 2008 Left 1⁄4” Twin 17⁄32” 50 200 38 SL17WTL-150 26 1

SR19WT-175
New For 2008 Right 1⁄4” Twin 17⁄32” 75 200 53 SR19WTL-175 36 2

SL19WT-175
New For 2008 Left 1⁄4” Twin 17⁄32” 75 200 53 SL19WTL-175 36 2

brass npt swivel inlet machined from solid - Designed for simultaneously 
conveying two gases, ported for safety, double “o” ring sealed design prevents leakage.

SIZE 
INDEX A B C D

1 17” 77⁄8” 181⁄4” 13”

2 191⁄2” 91⁄2” 203⁄4” 141⁄4”

reel dimensions 
Technical Data Sheets Available On Website

Versatile
360˚ payout
Use From Any Direction

Multiple Mounting 
Applications 

Toolboxes (Shown), Vehicle Lifts,  
Cabinets, I-Beams, Etc.

2-bolt mounting
pattern

With Lower U-Channel Slot
For Easy Installation/Detachment

Lower
U-Channel 
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