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Let Freedom 
Spark!

Hand Crank & Motorized Welding Reels
100WCL & 1125WCL Series

COXREELS® SIGNATURE FEATURES:
  4 Professional Grade Heavy Duty Steel Construction 
  4 Durable Proprietary CPC™ Powder Coat Process
  4 Rolled Edges & Ribbed Discs Provide Strength & Safety
  4 Leading 2-Year Manufacturer’s Limited Warranty 
  4 Made In The U.S.A. Sold & Supported Worldwide

how to 
order?

See Page 5 For Details

AVAILABLE OPTIONS

AVAILABLE IN: ELECTRIC
MOTOR DRIVEN
HAND CRANK

ENHANCE PERFORMANCE
EASIER INSTALLATION

WALL, FLOOR & CEILING
MANY STYLES AVAILABLE

MODIFY YOUR 
REEL FOR 

GARDEN APPLICATIONS

IMPROVE HOSE
HANDLING FROM ANY

DIRECTION
MANY STYLES AVAILABLE

ADJUST & SET REWIND SPEED
CONVENIENT ON/OFF CONTROL

REVERSE/FORWARD CAP.
MANY STYLES AVAILABLE

SWIVELS, PLUMBING
& CONSTRUCTION

FOR NON-CORROSIVE
PURE PRODUCT FLOW

See Page 15 For Details

GARDEN HOSE KIT

1125WCL SERIES Offers...
Gauge:  2, 1, 1/0, 2/0
4 Narrow Width Allows For Easy Installation In Restricted Spaces
4 Permanently Lubricated Pillow Block Bearings Assure Smooth 

Rotation
4 Sturdy All Welded A Frame Design
4 Direct Hand Crank Action
4 Long-Handled Lock Pin Secures Reel When Not In Use
4 Designed For Electrode & Grounding Lead Applications
4 Each Lead Requires An Individual Reel
4 Available In Air, Hydraulic, & Electric Motor Rewind
4 Electrical Current Runs Through A 450 Amp Rated Slip Ring
4 Brake Assembly With Adjustable Friction To Brake Or Lock The Drum
4 Welding Cable Clamp Available, See Illustration

4 Stacking Bracket Available For Work & Electrode 
Lead Combos. Powder Coated Crinkle Black, Steel 
Construction. Weight 6 lbs.  
#7480-6 Use with 1125WCL-6-C or  
#7480-12 Use with 1125WCL-12-C 

STACKING BRACKET OFFERS...

1125WCL Series
Shown With Optional Cable & Clamp

100WCL Series

4 Electrode holder - #7685  
features a six-position jaw pattern and 
has fully insulated, protected springs.

WELDING CABLE ACCESSORIES

Sturdy All Welded
“A” Frame Base

Special Narrow
Width

100WCL SERIES Offers...
Gauge:  2, 1, 1/0, 2/0
4 Light Weight Compact Design
4 Direct Hand Crank Action
4 Designed For Electrode & Grounding Lead Applications
4 Brake Assembly Provides Adjustable Friction To Brake Or Lock 

The Drum

COXREELS®1125WCL Series hand crank or motorized “Welding Cable” reels 
are great for grounding cable. Save time and effort as you extend the life of your expensive 
welding cable investment. All electrical components are set inside the drum offering a special 
narrow width. A stacking bracket is available to create a lead/ground combination in one 		
organized unit.

SUFFIX TYPE DESCRIPTION ADD ON  
APRX. LBS.*

A AIR - #4 GAST COMP. AIR MOTOR 8
EB ELEC. - 24V DC 1⁄2 HP REW. REV. TYPE 26
ED ELEC. - EXPL. PRF. 1⁄2 HP REW. REV. TYPE 26
EA ELEC. - EXPL. PRF. 115V 1⁄2 HP REW., AC REV. TYPE 26
H HYDRAULIC END PORTED 9⁄16-18 UNF REV. 6
C CRANK BEVEL GEAR 3

MOTOR DRIVEN MODELS
When ordering, suffix the model number with selection below. *Add on approximate lbs to ship weight.

*Add 5 lbs to ship weight if reel is crated

1125WCL SERIES

LESS CABLE
SIZE 

INDEXMODEL
CABLE TYPE & CAPACITY APRX.

LBS.#2 #1 #1/0 #2/0

1125WCL-6-C 300 ft 250 ft 200 ft 150 ft 38 1
1125WCL-12-C 600 ft 500 ft 400 ft 300 ft 45 2

1125 Series - Electrical Components Are 
Secured Inside The Drum Afford A Compact, 
Narrow Width. The Cover Is Easily Removable 
For Field Servicing
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SIZE 
INDEX A B C D E F G L M

1 8” 6” 171⁄2” 113⁄8” 213⁄4” 151⁄8” 181⁄8” - -
2 8” 12” 171⁄2” 173⁄8” 273⁄4” 151⁄8” 181⁄8” - -
3 18” 8” 13” 12” 61⁄2” 51⁄2” - 3” 4”

reel dimensions Technical Data Sheets Available On Website

New For 2008COXREELS® 100WCL Series “Challenger” hand crank hose reels are light-
weight, compact, versatile reels that perform when you need them. Save time and effort 
while increasing the safety of your work environment. The sturdy “U” shaped frame and all steel 
construction make this one tough little reel. All listed models are supplied less cable.

WHAT YOU NEED, WHEN YOU NEED!

LESS CABLE SIZE 
INDEXMODEL GAUGE FT. APRX.

LBS.
112WCL-6-20

New For 2008 #2/0 100 19 3

112WCL-6-10
New For 2008 #1/0 100 19 3

112WCL-6-01
New For 2008 #1 150 19 3

112WCL-6-02
New For 2008 #2 165 19 3

100WCL SERIES “CHALLENGER REELS”

4 Grounding Clamp - #7688  
300 Amp with solid copper jaws & fits 
cable ballpoint thru 3/0.
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