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Static Discharge Cable Reels

AVAILABLE IN: WS T LI
HAND CRANK

SD & SDH SERIES

COXREELS® sp & SDH Series “Static Discharge” spring driven cable reels are
built heavy duty and designed for long lasting performance. They are specifically design to
be used in combustible environments where the static buildup could ignite a spark and subsequent
explosion. Static discharge or grounding reels are commonly paired with fuel hose reels found on
page 8 and page 22.

SD STATIC DISCHARGE SPRING RETRACTABLE REELS WITH GALVANIZED CABLE

WITH GALVANIZED CAE LESS CABLE & STOP g / *
MODEL Fro| o, AR MODEL | INDEX e
SD-35 35 | % | 18 - B 1 -
SD-50 50 | %2° | 20 |[SDL50 18 1
SD-75 75 52" | 31 - - 2 Non.-Sparking
SD-100 100 | %2 | 32 ||[sDL-100 28 2 Locking Ratchet

SD STATIC DISCHARGE SPRING RETRACTABLE REELS WITH STAINLESS STEEL CABLE

WITH STAINLESS STEEL CABLE SIZE

NEW FOR 2008

Multi-Position
Arm Guide

1

DDIN

MODEL Fr. | op. | ARRX (JLLES B
SD-35-1 35 932" 18 1
SD-50-1 50 542" 20 1
SD-751 75 932" 31 2
SD-100-1 100 542" 32 2
“Y” branches are available at an additional cost, consult factory. SD Series
A

REEL DIMENSIONS Technical Data Sheets Available On Website

B

1 4” 12” 117
2 4” 15" | 141"

NEW SERIES
SDH STATIC DISCHARGE HAND CRANK REELS WITH GALVANIZED CABLE
WITH GALVANIZED CAE LESS CABLE & STOP i

APRX. APRX. | F1V[i1=¢
MODEL FT. 0.D. LBS. MODEL LBS.

SDH-100 NEW FOR 2008 100 | %2" | 13 - - 3
SDH-200 NEW FOR 2008 200 | %2” | 15 || SDHL-200 NEW FOR 2008 10 3

SDH STATIC DISCHARGE HAND CRANK REELS WITH STAINLESS STEEL CABLE

WITH STAINLESS STEEL CABLE

APRX. i
A INDEX
MODEL FT. 0.D. |“/gs

SDH-100-1 NEW FOR 2008 100 932" 13 3
SDH-200-1 NEW FOR 2008 200 542" 15 3
“Y” branches are available at an additional cost, consult factory.

REEL DIMENSIONS Technical Data Sheets Available On Website

A B C D E
3 117 | 112" | 53" 5" 1346”

SDH Series
c

n 0.50

AVAILABLE OPTIONS
—— UPGRADE TO EZ-COIL®—

INCREASE OPERATOR SAFETY
> AVOID PERSONAL INJURY
LONGER REEL LIFE

See Page 3 For More Details
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SD SERIES Offers...

Cable Diameter: 5/32” 0.D.

v/ 3/32” Dia. 7 Strand x 7 Wire Galvanized Steel Cable

v/ 3/32” Dia. 7 Strand x 7 Wire Stainless Steel Cable Supplied On -1 Models

v/ Factory-Matched Cartridge-Style Spring Motor

v High Visibility Orange Vinyl Cable Cover

v Solid Rubber Cable Stop

¢ Includes Cable, Stop & 50 Amp Grounding Clamp (100 Amp Copper
Grounding Clamp Available, Consult Factory)

v Non-Sparking Locking Ratchet Secures Cable At Desired Length

v Non-Corrosive Stainless Steel Spring, Brass Pawl & Zinc Plated Ratchet

v/ Multi-Position Arm Guide

SDH SERIES Offers...

Cable Diameter: 5/32” 0.D.

v/ 3/32” Dia. 7 Strand x 7 Wire Galvanized Steel Cable

v/ 3/32” Dia. 7 Strand x 7 Wire Stainless Steel Cable Supplied On -1 Models

v High Impact Handle For Easy Retraction

v High Visibility Orange Vinyl Cable Cover

v/ Solid Rubber Cable Stop

v Includes Cable, Stop & 50 Amp Grounding Clamp (100 Amp Copper
Grounding Clamp Available, Consult Factory)

v/ Non-Sparking Locking Ratchet Secures Cable At Desired Length

v Non-Corrosive Stainless Steel Spring, Brass, Pawl & Zinc Plated Ratchet

v/ Multi-Position Arm Guide

HAND CRANK HANDLE

Static Discharge reels are now available in
a hand crank model. These reels feature a
rugged handle that is comfortable & easy
to use. Also featured on this model is an
adjustable tension brake to slow or lock the

the drum. \»

COXREELS?® SIGNATURE FEATURES:
v/ Professional Grade Heavy Duty Steel Construction
v/ Durable Proprietary CPC™ Powder Coat Process
v/ Rolled Edges & Ribbed Discs Provide Strength & Safety
v Leading 2-Year Manufacturer’s Limited Warranty
v/ Made In The U.S.A. Sold & Supported Worldwide

HOW TO
ORDER?

See Page 5 For Details
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